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TABLES NOA

DESCRIPTION

The Noa table is inspired by traditional tables made of metal and ceramic to create the 

separation between the top and the frame, but adopting simple and smooth shapes. De-

signed for an outdoor environment, the irregular slats that make up the envelope seek to 

break the monotony, giving a more fluid and timeless language to the whole. As a result, 

the work carried out using different technologies used for its manufacture and the final 

design, are combined in a robust and resistant structure but without neglecting contained 

and balanced proportions.

NOA TABLE 160X90

Table for indor and outdoor use. Table top and legs injected in polypropylene. Fiber glass in the legs. 
UV protection. Available in 2 sizes.

TABLE FEATURES
W 90cm × L 160cm × H 74cm

W 35.44in × L 63.0in × H 29.14in

Weight 21,65 Kg.

STD 
units

Packaging dim. 
(cm)

Units Container 
20’

Units Container 
40’

Units Container 
HC

Units Trayler 
70m³

Units Truck 
100m³

1X 92 × 161 × 15 90 210 238 256 323

TABLETOP

Sand White Chocolate Dark Grey Red

160×90cm • • • • •

TABLETOP/PEDESTALS

Sand White Chocolate Dark Grey Red
Sand •
White • • • •
Chocolate •
Dark Grey •
Red •

CERTIFICATIONS
UNE-EN 581-1, UNE-EN 581-3
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NOA TABLE 90X90

Table for indor and outdoor use. Table top and legs injected in polypropylene. Fiber glass in the legs. 
UV protection. Available in 2 sizes.

TABLE FEATURES
W 90cm × L 90cm × H 74cm

W 35.44in × L 35.44in × H 29.14in

Weight 11,85 Kg.

STD 
units

Packaging dim. 
(cm)

Units Container 
20’

Units Container 
40’

Units Container 
HC

Units Trayler 
70m³

Units Truck 
100m³

1X 92 × 94 × 15 180 390 442 448 578

TABLETOP

Sand White Chocolate Dark Grey Red

90×90cm • • • • •

TABLETOP/PEDESTALS

Sand White Chocolate Dark Grey Red
Sand •
White • • • •
Chocolate •
Dark Grey •
Red •

CERTIFICATIONS
UNE-EN 581-1, UNE-EN 581-3


